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40 CFR Ch. I (7–1–12 Edition) § 1051.130 

§ 1051.130 What installation instruc-
tions must I give to vehicle manu-
facturers? 

(a) If you sell an engine for someone 
else to install in a piece of nonroad 
equipment, give the engine installer in-
structions for installing it consistent 
with the requirements of this part. In-
clude all information necessary to en-
sure that an engine will be installed in 
its certified configuration. 

(b) Make sure these instructions have 
the following information: 

(1) Include the heading: ‘‘Emission- 
related installation instructions’’. 

(2) State: ‘‘Failing to follow these in-
structions when installing a certified 
engine in a piece of nonroad equipment 
violates federal law (40 CFR 
1068.105(b)), subject to fines or other 
penalties as described in the Clean Air 
Act.’’. 

(3) Describe the instructions needed 
to properly install the exhaust system 
and any other components. Include in-
structions consistent with the require-
ments of § 1051.205(r). 

(4) Describe the steps needed to com-
ply with the evaporative emission 
standards in § 1051.110. 

(5) Describe any limits on the range 
of applications needed to ensure that 
the engine operates consistently with 
your application for certification. For 
example, if your engines are certified 
only to the snowmobile standards, tell 
vehicle manufacturers not to install 
the engines in other vehicles. 

(6) Describe any other instructions to 
make sure the installed engine will op-
erate according to design specifications 
in your application for certification. 
This may include, for example, instruc-
tions for installing aftertreatment de-
vices when installing the engines. 

(7) State: ‘‘If you install the engine 
in a way that makes the engine’s emis-
sion contro information label hard to 
read during normal engine mainte-
nance, you must place a duplicate label 
on the vehicle, as described in 40 CFR 
1068.105.’’. 

(c) You do not need installation in-
structions for engines you install in 
your own vehicles. 

(d) Provide instructions in writing or 
in an equivalent format. For example, 
you may post instructions on a pub-
licly available Web site for 

downloading or printing. If you do not 
provide the instructions in writing, ex-
plain in your application for certifi-
cation how you will ensure that each 
installer is informed of the installation 
requirements. 

[70 FR 40490, July 13, 2005] 

§ 1051.135 How must I label and iden-
tify the vehicles I produce? 

Each of your vehicles must have 
three labels: a vehicle identification 
number as described in paragraph (a) of 
this section, an emission control infor-
mation label as described in paragraphs 
(b) through (e) of this section, and a 
consumer information label as de-
scribed in § 1051.137. 

(a) Assign each vehicle a unique iden-
tification number and permanently 
affix, engrave, or stamp it on the vehi-
cle in a legible way. 

(b) At the time of manufacture, affix 
a permanent and legible emission con-
trol information label identifying each 
vehicle. The label must be 

(1) Attached so it is not removable 
without being destroyed or defaced. 

(2) Secured to a part of the vehicle 
(or engine) needed for normal oper-
ation and not normally requiring re-
placement. 

(3) Durable and readable for the vehi-
cle’s entire life. 

(4) Written in English. 
(c) The label must— 
(1) Include the heading ‘‘EMISSION 

CONTROL INFORMATION’’. 
(2) Include your full corporate name 

and trademark. You may identify an-
other company and use its trademark 
instead of yours if you comply with the 
provisions of § 1051.645. 

(3) Include EPA’s standardized des-
ignation for engine families, as de-
scribed in § 1051.230. 

(4) State the engine’s displacement 
(in liters). You may omit this from the 
emission control information label if 
the vehicle is permanently labeled with 
a unique model name that corresponds 
to a specific displacement. Also, you 
may omit displacement from the label 
if all the engines in the engine family 
have the same per-cylinder displace-
ment and total displacement. 

(5) State: ‘‘THIS VEHICLE IS CER-
TIFIED TO OPERATE ON [specify op-
erating fuel or fuels].’’. 

VerDate Mar<15>2010 13:08 Aug 24, 2012 Jkt 226179 PO 00000 Frm 00510 Fmt 8010 Sfmt 8010 Y:\SGML\226179.XXX 226179w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2012-09-07T06:19:46-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




